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The following excerpt are pages from the North American 
Product Technical Guide, Volume 2: Anchor Fastening, Edition 
17. 
 
Please refer to the publication in its entirety for complete details 
on this product including data development, product 
specifications, general suitability, installation, corrosion and 
spacing and edge distance guidelines.  
US: http://submittals.us.hilti.com/PTGVol2/ 
CA: http://submittals.us.hilti.com/PTGVol2CA/ 
 
To consult directly with a team member regarding our anchor 
fastening products, contact Hilti’s team of technical support 
specialists between the hours of 7:00am – 6:00pm CST. 
US: 877-749-6337 or HNATechnicalServices@hilti.com  
CA: 1-800-363-4458, ext. 6 or CATechnicalServices@hilti.com 
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HIT-HY 200 Adhesive 
(Type A or R) 3.2.3 ◾ ◾ ◾ ◾

A: 7/45 
min 

R: 15/90  
min

◾
w/HDB 

only
◾ ◾

HIT-HY 200 Adhesive 
(Type A or R) 
with HIT-Z(-R) 3.2.3 ◾ ◾ ◾ ◾

A: 7/45 
min 

R: 15/90  
min

◾ ◾ ◾ ◾

HIT-RE 500 V3 
Epoxy 3.2.4 ◾ ◾ ◾ 15 min/

6.5 hrs

◾
w/

HDB or 
TE-YRT

◾ ◾ ◾ ◾ ◾

HIT-HY 100  
Adhesive online ◾ ◾ 5 min/

30 min ◾ ◾

HIT-RE 100 Epoxy
online ◾ ◾ ◾ 30 min/

12 hrs ◾ ◾ ◾ ◾

HIT-ICE Adhesive
3.2.5 ◾ ◾ ◾ 4 min/

1 hrs ◽ ◾

HIT-HY 70
3.2.6 ◾ ◾ ◾ ◾ ◾ 4 min/

1.5 hrs ◽

HVU Capsule
3.2.7 ◾ ◽ 8 min/

20 min ◽ ◾

HIT-HY 10 PLUS
online ◾ ◽ ◾ ◾ ◾ 5 min/

45 min ◽ ◾

HFX
online ◾ ◾ ◾ ◾ ◾ 5 min/

40 min ◾

HTE 50 
Transportation Epoxy online ◾ ◽ 20 min/

24 hrs ◾ ◽

◾ Suitable. Technical data is available for this application. Refer to related sections within this technical guide.
◽ May be suitable. Anchor system may function properly for this application. However, no substantiating data is available.
⁎ Indicates suitability for the stated condition alone. If multiple conditions apply simultaneously, see product specific details within this technical guide or 

contact Hilti Technical Services.

1 Base material may vary widely. Site specific anchor testing may be required.
2 Unless otherwise stated, testing is performed in normal weight concrete. Lightweight concrete may be available. See product specific details within this technical 

guide or consult the relevant building codes (ACI 318, IBC, etc.).
3 Refer to Section 2.1.2 for definition of cracked concrete.
4 Diamond coring is applicable where noted, however, it can be restricted to certain base materials, installation conditions and applications, certain Hilti tools,  

or have associated load reduction. See product specific details within this technical guide.

NEW!

NEW!

http://www.hilti.com
http://www.hilti.com


Fastening Technology

Anchor Selection Guide 

3.2.5

3.2.6

3.2.7

3.2.3

3.2.4

Hilti, Inc. (US) 1-800-879-8000  |  www.hilti.com  I  en español 1-800-879-5000  I  Hilti (Canada) Corp. 1-800-363-4458  I  www.hilti.com  I  Anchor Fastening Technical Guide Ed. 17  5 

Approvals Features* Element Type Corrosion 
Resistance2 Size3

IC
C

-E
S

AC
I 3

55
.4

C
O

LA

FL
O

RI
D

A 
BU

IL
D

IN
G

 C
O

D
E

N
SF

 6
1

Se
is

m
ic

In
-p

la
ce

 (t
hr

ou
gh

) f
as

te
ni

ng

H
ig

h 
cy

cl
e 

fa
tig

ue
1

Sh
oc

k 
/ i

m
pa

ct
 lo

ad
1

H
ig

h 
te

m
pe

ra
tu

re
 re

si
st

an
ce

Th
re

ad
ed

 ro
d

In
te

rn
al

ly
 th

re
ad

ed
 in

se
rt

Re
ba

r

El
ec

tro
 / 

m
ec

ha
ni

ca
lly

 z
in

c 
pl

at
ed

H
ot

 d
ip

 g
al

va
ni

ze
d

St
ai

nl
es

s 
st

ee
l

M
in

im
um

 s
iz

e 
(d

ia
m

et
er

)

M
ax

im
um

 s
iz

e 
(d

ia
m

et
er

)

HIT-HY 200 Adhesive 
(Type A or R) AC308

AC58 ◾ ◾
◾

◾ ◾ ◾ ◽ ◽ ◾ ◾ ◾ ◾ ◾ 304/
316 3/8" 1-1/4"

w/ 
HVHZ

HIT-HY 200 Adhesive 
(Type A or R) 
HIT-Z(-R) AC308

AC58 ◾ ◾
◾

◾ ◾ ◾ ◽ ◽ ◾ ◾ 316 3/8" 3/4"
w/ 

HVHZ
HIT-RE 500 V3 
Epoxy AC308 ◾ ◾

◾
◾ ◾ ◾ ◽ ◽ ◾ ◾ ◾ ◾ ◾ 304/

316 3/8" 1-1/4"
w/ 

HVHZ
HIT-HY 100 
Adhesive AC308 ◾

◾
◾ ◾ ◽ ◾ ◾ ◾ ◾ ◾ 304/

316 3/8" 1-1/4"
w/ 

HVHZ
HIT-RE 100 Epoxy

AC308 ◾ ◾
◾

◾ ◾ ◾ ◽ ◽ ◽ ◾ ◾ ◾ ◾ 304/
316 3/8" 1-1/4"w/ 

HVHZ
HIT-ICE Adhesive

◽ ◾ ◽ ◾ ◾ ◾ ◾ ◾ 304/
316 3/8" 1-1/4"

HIT-HY 70 AC58
AC60 ◾ ◾ ◽ ◾ ◾ ◾ ◾ 304/

316 1/4" 3/4"

HVU Capsule
◽ ◾ ◽ ◾ ◾ ◾ ◾ ◾ 304/

316 3/8" 1-1/4"

HIT-HY 10 PLUS
◽ ◾ ◾ ◾ ◾ 3/8" 3/4"

HFX
◾ ◾ ◾ ◾ 304/

316 3/8" 1-1/4"

HTE 50 
Transportation Epoxy ◽ ◾ ◾ ◾ ◾ ◾ 304/

316 3/8" 1-1/4"

◾ Suitable. Technical data is available for this application. Refer to related sections within this technical guide.
◽ May be suitable. Anchor system may function properly for this application. However, no substantiating data is available.
⁎ Indicates suitability for the stated condition alone. If multiple conditions apply simultaneously, see product specific details within this technical guide or 

contact Hilti Technical Services.

1 High cycle fatigue and shock/impact loading reference data is only available based on European testing and guidelines.
2 Refer to Section 2.3 for a more detailed discussion on corrosion and corrosion resistance.
3 Listed diameters are those with published load data. Larger diameter elements may be used with some adhesive anchor systems. 

Contact Hilti for more information.

http://www.hilti.com
http://www.hilti.com
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HDA Undercut  Anchor 3.3.1 ◾ ◾ ◾ ◾ ◾ ◽ ◽

HSL-3 Heavy-duty  
Expansion Anchor 3.3.2 ◾ ◾ ◾ ◾* ◾ ◽ ◽

HSL-GR Heavy-duty  
Expansion Anchor 3.3.3 ◾ ◽ ◽ ◾ ◽ ◽

HSL-I Internally 
Threaded Exp. Anchor 3.3.4 ◾ ◽ ◽ ◾ ◽ ◽

KWIK Bolt TZ  
Expansion Anchor 3.3.5 ◾ ◾ ◾ ◾ ◾ ◾ ◾

KWIK HUS-EZ  
Screw Anchor 3.3.6 ◾ ◾ ◾ ◾ ◾ ◾ ◾

KWIK HUS-EZ I 
Screw Anchor w/coupler 3.3.7 ◾ ◾ ◾ ◾ ◾ ◾ ◾

KWIK Bolt 3  
Expansion Anchor 3.3.8 ◾ ◾ ◾ ◾ ◽ ◾

KWIK HUS 
Screw Anchor 3.3.9 ◾ ◾ ◾ ◾ ◽ ◾

KB-VTZ
Expansion Anchor online ◾ ◾ ◾ ◾ ◾ ◾

KBV
Expansion Anchor online ◾ ◾ ◾ ◾

HCA Coil Anchor 3.3.10 ◾ ◾

HDI+/HDI-L+/HDI/HDI-L 
Drop-In Anchor 3.3.11 ◾ ◾ ◾ ◽

HDV Drop-In Anchor online ◾ ◾ ◾ ◽

HDI-P Drop-In Anchor 3.3.12 ◾ ◽ ◾ ◽

KCS-WF/MD Cast-In 
Anchor 3.3.13 ◾ ◾ ◾ ◾ ◾

HLC Sleeve Anchor 3.3.14 ◾ ◽ ◽ ◽ ◽ ◾ ◽ ◾ ◾

KWIK CON II+ 
Screw Anchor 3.3.15 ◾ ◽ ◽ ◽ ◾ ◾ ◾ ◾ ◾

Metal HIT Anchor online ◾ ◽ ◽ ◽ ◽ ◾ ◽ ◾ ◾

HPS-1 Impact Anchor online ◾ ◽ ◽ ◽ ◾ ◽ ◾ ◾

HTB TOGGLER® Bolt online ◾ ◽

HLD KWIK-Tog online ◽ ◽ ◽ ◽ ◾ ◽ ◽

IDP Insulation Anchor online ◾ ◾ ◽ ◽ ◽ ◽ ◾ ◾

◾ Suitable. Technical data is available for this application. Refer to related sections within this technical guide.
◽ May be suitable. Anchor system may function properly for this application. However, no substantiating data is available.
⁎ No diamond cored holes

1 Base material may vary widely. Site specific anchor testing may be required.
2 Unless otherwise stated, testing is performed in normal weight concrete. Lightweight concrete may be available. See product specific details within this technical 

guide or consult the relevant building codes (ACI 318, IBC, etc.).
3 Refer to Section 2.1.2 for definition of cracked concrete.
4 High cycle fatigue and shock/impact loading reference data is only available based on European testing and guidelines.

http://www.hilti.com
http://www.hilti.com
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HDA Undercut Anchor AC193 ◾ ◾ ◾ ◾ ◾ 316 M10 M20

HSL-3 Heavy duty  
Expansion Anchor AC193 ◾ ◾ ◾ ◾ ◾ ◾ M8 M24

HSL-GR Heavy duty  
Expansion Anchor ◾ ◾ ◾ 316 M10 M20

HSL-I Internally 
Threaded Exp. Anchor ◾ ◾ ◾ M12 M12

KWIK Bolt TZ  
Expansion Anchor

AC01 
AC193 ◾ ◾ ◾ ◾ ◾ ◾ 304/

316 3/8" 3/4"

KWIK HUS-EZ  
Screw Anchor

AC193
AC106 ◾ ◾ ◾ ◾ ◾ 1/4" 3/4"

KWIK HUS-EZ I 
Screw Anchor w/coupler AC193 ◾ ◾ ◾ ◾ ◾7 ◾ 1/4" 3/8"

KWIK Bolt 3  
Expansion Anchor

AC01 
AC193 ◾ ◾ ◾ ◾ ◾ ◾ ◾ ◾ 304/

316 1/4" 1"

KWIK HUS  
Screw Anchor ◾ ◾ ◾ 3/8" 3/4"

KB-VTZ
Expansion Anchor AC193 ◾ ◾ ◾ ◾ ◾ ◾ 3/8" 3/4"

KBV
Expansion Anchor ◾ ◾ ◾ 1/4" 3/4"

HCA Coil Anchor ◾ ◾ 1/4" 3/4"

HDI+/HDI-L+/HDI/HDI-L 
Drop-In Anchor ◾ ◾ ◾ ◾ 303 1/4" 3/4"

HDV Drop-In Anchor ◾ ◾ ◾ ◾ 303 1/4" 1/2"

HDI-P Drop-In Anchor ◾ ◾ ◾ 3/8" 3/8"

KCS-WF/MD  
Cast-In Anchor AC446 ◾ ◾ ◾ ◾ ◾ 1/4" 3/4"

HLC Sleeve Anchor ◾ ◾ ◾ 304 1/4" 3/4"

KWIK CON II+  
Screw Anchor ◾ ◾ 410 3/16" 1/4"

Metal HIT Anchor ◾ 304 3/16" 1/4"

HPS-1 Impact Anchor ◾ 304 3/16" 5/16"

HTB TOGGLER® Bolt ◾ 3/16" 1/2"

HLD KWIK-Tog #8 #10

IDP Insulation Anchor

◾ Suitable. Technical data is available for this application. Refer to related sections within this technical guide.
◽ May be suitable. Anchor system may function properly for this application. However, no substantiating data is available.
⁎ No diamond cored holes

1 Refer to Section 2.3 for a more detailed discussion on corrosion and corrosion resistance.
2 Listed diameters are those with published load data.

http://www.hilti.com
http://www.hilti.com

